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WaterProfi Wand Nozzle

• High quality, free adjustable wand nozzle with one-hand operation and spray head up to 60 l flow rate
• Easy and simple regulation by a patent protected slide valve technology
• Various spray heads, tube lengths and connectors
• Soft and comfortable Handle
• Sieve in handle protects against dirt
• For commercial and private applications for garden designers and landscapers plantations and
 nursery gardens
Materials
• Body: Brass MS 58 and aluminium galvanic nickel-plated
• Switching sleeve: Aluminium hartcoated
• Casting tube, spray head: Aluminium
• Plug: Brass MS 58 nickel-plated •  O-ring: FKM
• Claw: Brass CW617N •  Handle: Soft PVC

W A T E R P R O F I  W A N D  N O Z Z L E

 Max. Working Pressure Temperature Thread Media a

 PN 16 bar +95°C ISO 228 Water 1

Wand Nozzle with female thread 3/4"- ISO 228

Thread connection L D L1 Ø Bores Type No. 
G 3/4 f 600 30 400 1.0 GG 403010 34I 
G 3/4 f 800 30 600 1.0 GG 603010 34I  
G 3/4 f 1100 30 900 1.0 GG 903010 34I  

G 3/4 f 600 52 400 0.7 GG 405207 34I  
G 3/4 f 800 52 600 0.7 GG 605207 34I  
G 3/4 f 1100 52 900 0.7 GG 905207 34I  
 
G 3/4 f 600 52 400 1.0 GG 405210 34I  
G 3/4 f 800 52  600 1.0 GG 605210 34I  
G 3/4 f 1100 52 900 1.0 GG 905210 34I  
Slide valve can be regreased if necessary

Wand Nozzle with WaterProfi claw coupling 

Connection L D L1 Ø Bores Type No. 
Claw coupling 600 30 400 1.0 GG 403010 GKA 
Claw coupling 800 30 600 1.0 GG 603010 GKA  
Claw coupling 1100 30 900 1.0 GG 903010 GKA  

Claw coupling 600 52 400 0.7 GG 405207 GKA  
Claw coupling 800 52 600 0.7 GG 605207 GKA  
Claw coupling 1100 52 900 0.7 GG 905207 GKA  
 
Claw coupling 600 52 400 1.0 GG 405210 GKA  
Claw coupling 800 52 600 1.0 GG 605210 GKA  
Claw coupling 1100 52 900 1.0 GG 905210 GKA  
Slide valve can be regreased if necessary
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WaterProfi Wand Nozzle

Wand Nozzle with WaterProfi Plug WS DN 9

Connection L D L1 Ø Bores Type No. 
Plug WS DN 9 600 30 400 1.0 GG 403010 WS 
Plug WS DN 9 800 30 600 1.0 GG 603010 WS  
Plug WS DN 9 1100  30 900 1.0 GG 903010 WS  
 
Plug WS DN 9 600 52 400 0.7 GG 405207 WS  
Plug WS DN 9 800 52 600 0.7 GG 605207 WS  
Plug WS DN 9 1100 52 900 0.7 GG 905207 WS  

Plug WS DN 9 600 52 400 1.0 GG 405210 WS  
Plug WS DN 9 800 52 600 1.0 GG 605210 WS  
Plug WS DN 9 1100 52 900 1.0 GG 905210 WS  
Slide valve can be regreased if necessary

Wand Nozzle with WaterProfi Plug WL DN 16

Connection L D L1 Ø Bores Type No. 
Plug WL DN 16 600 30 400 1.0 GG 403010 WL 
Plug WL DN 16 800 30 600 1.0 GG 603010 WL  
Plug WL DN 16 1100 30 900 1.0 GG 903010 WL  

Plug WL DN 16 600 52 400 0.7 GG 405207 WL  
Plug WL DN 16 800 52 600 0.7 GG 605207 WL  
Plug WL DN 16 1100  52 900 0.7 GG 905207 WL  

Plug WL DN 16 600 52 400 1.0 GG 405210 WL 
Plug WL DN 16 800 52 600 1.0 GG 605210 WL  
Plug WL DN 16 1100 52 900 1.0 GG 905210 WL  
Slide valve can be regreased if necessary

W A T E R P R O F I  W A N D  N O Z Z L E
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 Max. Working Pressure Temperature Thread Media 

 PN 16 bar +95°C ISO 288 Water 

 

Handle with slide valve for Wand Nozzle 

Thread connection  L D L1 L2 a Weight Type No. 
G 3/4 f - G 3/4 m   182 44 12 22 1 348 GG HS 
Slide Valve can be regreased with silicon grease if necessary

Spray Head - small version

Thread connection L D Ø Spray head bore a Weight Type No. 
G 3/4 f 35 30 1.0 5 33 GGK 3010 

Spray Head - large version

Thread connection L D Ø Spray head bore a Weight Type No. 
G 3/4 f 51 52 0.7 5 55 GGK 5207 
G 3/4 f 51 52 1.0 5 61 GGK 5210 

Casting Tube

Thread connection L a	 Weight Type No. 
G 3/4 m - G 3/4 f 400 1 75 GGR 400-34 
G 3/4 m - G 3/4 f 600 1 120 GGR 600-34 
G 3/4 m - G 3/4 f 900 1 166 GGR 900-34 

WaterProfi Wand Nozzle

• High quality, free adjustable Wand nozzle with one-hand operation and spray head up to 60 l flow rate
• Easy and simple regulation by a patent protected slide valve technology
• Various spray heads, tube lengths and connectors
• Soft and comfortable handle
• Sieve in handle protects against dirt
• For commercial and private applications for garden designers and landscapers plantations and nursery  
 gardens
Materials
 Body: Brass MS 58 and aluminium galvanic nickel-plated
• Switching sleeve: Aluminium hartcoated
• Casting tube, spray head: Aluminium
• Plug: Brass MS 58 nickel-plated •  O-ring: FKM
• Claw: Brass CW617N •  Handle: Soft PVC

W A T E R P R O F I  W A N D  N O Z Z L E


