
mm mm mm Bar Bar mm Kg/m m REF.
13 25 6 18 180 91 0.5 40 3605-12001
16 30 7 18 180 112 0.7 40 3605-12002
19 33 7 18 180 133 0.8 40 3605-12003
25 40 7.5 18 180 175 1.1 40 3605-12004
32 48 8 18 180 224 1.5 40 3605-12005
38 54 8 18 180 266 1.8 40 3605-12006
51 67 8 18 180 357 2.3 40 3605-12007

RECOMMENDED	FOR	 Premium	steam	hose	for	the	transport	of	pressurized	saturated	steam	at	
210°C	up	to	a	max.	18	bar	working	pressure	or	pressurized	hot	water.

TUBE	 Black	ePdM,	smooth,	conductive

REINFORCEMENT	 Two	high	tensile	steel	braids	

COVER	 ePdM	rubber,	smooth,	black,	all	sizes	are	pinpricked.	extremely	weather	
resistance	cover

TEMPERATURE	 up	to	+210°C	 	

BURST	PRESSURE	 180	bar	 	 	 	 	 	 	 	

ELECTRICALLY	CONDUCTIVE	 r<	106	ohm

STANDARDS	 en	ISo	6134:2005-2A

BRANDING	TRANSFER	LABEL	 PreMIuM™		STeAM	MASTer	-	en	ISo	6134:2005-2A	STeAM	18	BAr	210°C	Ω	-						
drAIn	AFTer	uSe	 	 	 	

BRANDING	EMBOSSED	LABEL	 GATeS	PreMIuM™		STeAM	MASTer	-	en	ISo	6134:2005-2A	STeAM	18	BAr	-											
dIAM	mm	-	Ω	–	Q	-	year

Steam	Hoses

PreMIuM™  steaM Master

I n d u s t r I a l  H o s e  P r o d u c t s22


